ARTICLE VI
OFF-STREET PARKING, LOADING AND
UNLOADING REQUIREMENTS

Section 601 - General Regulations

601.1 Off-Street parking, loading and unloading facilities shall be provided to lessen
congestion in the streets. The facilities required herein shall be available throughout the
hours of operation of the particular business or use for which such facilities are provided.
As used herein, the term "parking space" includes either covered garage space or
uncovered parking lot space located off the public right-of-way.

601.2 Each parking space shall consist of not less than an average of two hundred
seventy (270) square feet of usable area for each motor vehicle, including interior
driveways, driveways connecting the garage, or parking space, with a street or alley.
Garages, carports, and driveways not in the public right-of-way may be considered
parking spaces. The net parking space per vehicle shall be not less than nine (9) feet wide
and twenty (20) feet long.

601.3 Parking spaces may be located on a lot other than that containing the principal use
with the approval of the Planning Commission provided a written agreement, approved
by the municipal solicitor and accepted by the Board of Supervisors, shall be filed with
the application for a zoning certificate.

601.4 Lighting: Any lighting used to illuminate any off-street parking shall be so
arranged as to reflect the light away from adjoining premises and public right-of-way.

601.5 Parking shall not be permitted on a public right-of-way.
Section 602 - Parking Facilities Required

Any structure or building hereafter erected, converted, or enlarged for any of the
following uses, or any open area hereafter used for commercial purposes, shall be
provided with not less than the minimum spaces, as set forth below, which spaces shall be
readily accessible to the uses served thereby. Fractional numbers of parking spaces shall
be increased to the next whole number. The Township Board of Supervisors may modify
these requirements, however, based on competent surveys, data from the Institute of
Transportation Engineers and similar sources to accommodate special needs,
accommodate shared parking arrangements or otherwise ensure adequate parking for a
particular use



AR Fe

REQUIRED

Auto Sales/Repair 5.5 per 1,000 square feet of gross floor area
Boat Liveries 1 per watercraft perrent + 1 per employea
Bawling Alleys 5 per alley

Camp Uses 0.25 per camper + 0.50 per employee

Car Washes 2.5 per bay or stall for stacking space

Churches/Other Places of Assembly

1 per 3 seats

Day Care/Minor Day Care/Nursery Schools

1 per employee + 1 per 5 persons under care

Drive-in Eating Facilities

13 per employee

Food Markets/Grocery Stores

1 per 100 sq. ft. of public floor area

Funeral Homes

11 per100sq. ft. of public floor area

Golf Courses/Commercial Outdoor Recreation

1 per every 2 participants

Home Occupations

{1 per employee other t‘hanyo;cupant‘ ,

Haspitals/Clinics 1 per bed + 1 per employee

Kennels 2 for every 10 animals + 1 per employee
Industrial Establishments 1 per employee on largest shift
Hotels and Other Lodging iperguestroom

Nursing Home/Assisted Living 1 per 3 beds + 1 per 4 employees

Office Bulldings 1 per 200 sq. ft. of floor area

Personal Services

4 parking spaces each

Recreational Buildings

1 per 200 sq. ft. of floor area

Restdential/Model Homes

2 par dwelling unit

Restabrant/Taverns

1 for every 2.5 restaurant / bar se}ats

Retail/Service Businesses

|1 per 200 sq, ft. of public floor area

Schools (Except Nursery Schools)

1 per every 15 classroom seats

Service Statimns{Camemam fjtmg‘gs:with Gas

1 per 100 sq, ft. of floor area

Senior Housing

0.75 per unit + 1 per employee-Jargest shift

Shopping Centers

4.0 per 1,000 sq. ft. of gross floor area

Swimming Pools

1 per 10 sq. ft. of water surface

Wholesale and Trueking Establishmentsr

1 per employee on largest shift

Other Land Uses

To be determined by Board of Supervisors

Section 603 - Loading and Unloading Space

603.1 In addition to the off-street parking space required above, any building erected,
converted or enlarged in any district for commercial, office building, manufacturing,

wholesale, hospital or similar uses, shall provide adequate off-street areas for loading and
unloading of vehicles This provision may be waived in the case of uses determined by the

Township Board of Supervisors to not involve significant large truck deliveries.

603.2 The minimum size loading space, where required, shall be sixty (60) feet in depth,
twelve (12) feet in width, with an overhead clearance of fourteen (14) feet. In no case
where a building is erected, converted or enlarged for commercial, manufacturing, or
business purposes shall the public rights-of- way be used for loading or unloading of




materials.
Section 604 - Access to Off-Street Parking and Loading Areas

604.1 Access to and from all off-street parking, loading and vehicle service areas along
public rights-of-way shall consist of well defined separate or common entrances and exits
and shall comply with the following provisions:

a. Access drives shall not open upon any public right-of-way line of any
intersecting public street or highway where the sight distance in either
direction would be less than three hundred (300) feet.

b. There shall be no more than one entrance and one exit to any business or
parking area on any one highway. Each entrance and exit shall be clearly
defined with curbing, fencing or vegetative screening so as to prevent access to
the area from other than the defined entrance and exits. In no case shall one
entrance and exit be located within eighty (80) feet of any other on the same
property or adjoining property along the same public right-of-way. Non-
conforming lots, however, shall be exempt from this requirement.

¢. Any subdivision of property within a NC District shall provide no more than
one common entrance and one common exit on any public right-of-way.
Interior access drives shall be provided for movement of traffic to the public
right-of-way.

Section 605 - Parking and Loading Area Setbacks
All non-residential parking areas and parallel circulation and service lanes shall be

separated from the paving edge of a public thoroughfare or adjoining property lines by a
planting strip at least twenty (20) feet in depth.



